MANHOLE MUST HAVE A
MINIMUM OF ONE PRECAST
CONCRETE ADJUSTING RING
PER RING AND COVER.

10" MIN. — 24" MAX.

FIRST SAFETY STEPS: J

18" MAX. DISTANCE BELOW THE ==

COVER PER STANDARD DETAIL

S-13 !
TV

CAST IN PLACE CHANNEL AND N

CAST CHANNEL WITH 3000 P.S.I.
CONCRETE. WIDTH AND DEPTH
OF CHANNEL MUST EQUAL THE

SHELF. SLOPE SHELF SURFACE
TO CHANNEL AT APPROX. INCH
PER FOOT.

1

LARGEST PIPE DIAMETER WITH A
SLOPE OF 2% MIN. CHANNEL
WALLS MUST BE VERTICAL.

PIPE CONNECTION TO
MANHOLE: USE A SAND
COLLAR FOR SECTIONS
WITH KNOCKOUTS, OR
A KOR—N—SEAL OR EQUAL
FOR CORE-DRILLED SECTIONS.

COMPACTED FOUNDATION.

NOTES:

1. MANHOLE SHALL CONFORM TO THE GENERAL NOTES AND ALL APPLICABLE REQUIREMENTS OF STANDARD
DETAIL S—1.

2. PROVIDE TWO 24” RING AND COVERS, ONE LOCATED OVER THE MAJOR INCOMING AND OUTGOING PIPES.

3 MANHOLES SHALL BE CONSTRUCTED IN ACCORDANCE WITH ASTM C—478 UNLESS OTHERWISE SHOWN
ON PLANS OR NOTED IN THE STANDARD SPECIFICATIONS.

4. PRECAST BASES SHALL BE FURNISHED WITH KNOCKOUTS. KNOCKOUTS SHALL HAVE WALL THICKNESS OF 27
MINIMUM. UNUSED KNOCKOUTS DO NOT NEED TO BE GROUTED IF LEFT IN INTACT. PIPE SHALL BE INSTALLED ONLY
IN FACTORY KNOCKOUTS UNLESS CORE—DRILLED HOLES ARE APPROVED BY THE CITY.

5. KNOCKOUT OR CORE-DRILLED HOLES SHALL EQUAL THE PIPE OUTSIDE DIAMETER PLUS MANHOLE WALL THICKNESS.
MAXIMUM HOLE SIZE DIAMETER SHALL BE 60" FOR 72” MANHOLE AND 84” FOR 96" MANHOLE.
MINIMUM DISTANCE BETWEEN HOLES SHALL BE 12"

6. MINIMUM OF 6 FOOT SEPARATION BETWEEN THE PIPE CROWN TOP SLAB OR CONE SECTION.

7. FOR HEIGHTS OF 12’ OR LESS, MINIMUM SOIL BEARING VALUE SHALL EQUAL 3,300 POUNDS
PER SQUARE FOOT. FOR HEIGHTS OVER 12,
MINIMUM SOIL BEARING VALUE SHALL EQUAL A
3,800 POUNDS PER SQUARE FOOT. A C't f

8. FOR JOINT REQUIREMENTS, SEE WSDOT Som | y (0] SEWER UTILITIES
STANDARD SPECIFICATION SECTION 7—05.3. S

9. GROUT ALL JOINTS INSIDE, OUTSIDE AND IN e Belle\/ue
BETWEEN TO ACHIEVE WATERTIGHT
CONSTRUCTION. ~ FINISH SMOOTH THE INSIDE TTLE

OF STRUCTURE.
ONLY.

USE NON—SHRINK GROUT

JANUARY 2011 NO SCALE

TYPE 3 MANHOLE

727 AND 967
NO.




